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PARKING METER POST INSTALLATION
METHOD N2 5
Concrete Sidewalk - Excavation Unllmlted
Angle Pmksng Meters

2 Schedule 40 Ga!vamzed Prpe

Meter posts shall be
installed by drilling a
hole in the sidewalk,

7 3‘“ only after sidewalk has
10 been installed.

3'-0"

23H

Sidewolk

B ; r rade
V///////////,[:J,::-ﬂ-;. 7
0- ‘:'?‘.I.. .?’.‘:;::
.'b oy K OO o)
R )
VI L
Lot o f
5! Golvanized Pipe,
L : Concrete filled
¥
™
L st Drill 31!3“ dia. hole, for
“ “‘ keying pin
o \S\
- Keying Pin
9 L v :
M %6
Concrete —s— a5ty Ny
Base PR S =
ey i 1
I' dia.

NOTES:

i.Meter posts to be 2' Schedule 40 Galvanized Plpe
2.The bottom of each meter post shall be deformed to provide for anti-rotation or

other method approved by the Transportation Dept.
3.Location of meter posts from face of curb to be determined by the ‘iransportation

Dept. ot time of installation.

4. Qutside posts to be 5" Galvanized Pipe, 5' long.
5. Keying pin for outside posts to be V4" dia.(min.),8"long bent right or left; or

other method approved by the Transportation Dept.
6. All posts to be reomed inside and deburred outside on the top end. Alos
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